
Containerboard 

Bleached Linerboard 
 

 

ND Paper bleached linerboard combines the strength and print 

quality required for the most demanding applications.  You can 

be confident the product will perform consistently and deliver 

stunning results. 

   

 

 

 

 

 

 

 

 
 
 
 
 
 
 

 

 

 

PHYSICAL 
PROPERTIES 

     

Basis Weight lb/MSF 26 31 33 36 42 

Basis Weight gsm 126.9 151.4 161.1 175.8 205.1 

STFICD lb/in 16 19 20.5 22 26 

Burst psi 80 95 105 110 125 

Brightness % 84 84 84 84 84 

Smoothness SU 200 200 200 200 200 

Cobb 120 sec g/m2 45 45 45 45 45 

Moisture % 7.5 7.5 7.5 7.5 7.5 
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KEY PRODUCT CHARACTERISTICS 
 
 

CORPORA TE  OFFIC E  

 

2001 Spring Road 

Suite 500 

Oak Brook, IL 60523 

T  937-528-3870 

 

 

FEATURES AND 
BENEFITS 
 
Excellent runnability 

Made with 100% virgin 

fiber 

 

 

ND Paper mills are certified to 

FSC®, PEFC™ or SFI® chain of 

custody standards. 

 

 

For more information, visit 

us.ndpaper.com 

 


